
     

       

         

        

                    

       

    
  

                         

                

                         

                      

   

      

                
                 
            
        

                                
                 
                  
        

           

          

        

     

       

         

        

                    

       

    
  

                         

                

                         

                      

   

      

                
                 
            
        

                                
                 
                  
        

           

          

        B A R  E N D  M I R R O R S



Begin by removing the original mirrors from your motorcycle.
Next, unscrew and remove the existing bar end weights from both 
sides of the handlebar. 

STEP11



STEP22
Prepare the mirror assembly by arranging all components in the correct 
order, as shown in the picture. Do not fully tighten the bolts yet.



STEP33

Insert the assembled mirror into the end of the 
handlebar and tighten it securely with 7Nm.

The mirror can be positioned either facing upward 
or downward, depending on your personal 
preference.
If you prefer a downward-facing orientation, refer 
to the picture for correct positioning.
To mount the mirror facing upward, you must 
swap the mirror body from the right to the left 
side of the handlebar.

The geometry of the glass holder allows it to be 
turned to your personal preference.



STEP     -----44

Once both mirrors are mounted, adjust 
the angle of the glass holders to ensure 
clear rear visibility while seated in your 
normal riding position.
Make sure all bolts and clamps are 
securely tightened.

Important:
Double-check mirror stability before 
riding. Loose mirrors can affect visibility 
and pose a safety risk. Re-tighten after 
your first ride if necessary.

Your bar end mirrors are now installed 
and ready to use. Enjoy your ride and 
stay safe!



Itis recommended  that periodic  inspections are made to 
ensure that all bolts are tightend to the specified torque settings. 
Should the bike be involved in an accident a thorough inspection 
should be made and any components that have taken an impact, 
no matter how small, be replaced.

The manufacturer or supplier cannot be held responsible for 
poducts that are incorrectly mounted or inappropriately
used.

It is recommended to chech all connections regularly for tightness of fit.

IMPORTANT
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