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YAMAHA MT 07"




[tem | Title Quantity
Number

1 Plate Holder | Simple 1

2 Reflector holder 1

3 Licence Plate Light 1

b Threaded Tail Mount 1

5 Connector | Yamaha 1
MT-07 | 150mm

6 Licence Plate 2
Extension - Long

7 HOLE PLUG DISTANCER 2

[ fi18 x 25mm
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[tem | Title Quantity
Number
8 BOLT M6X14 | AZ | 8
DIN/ 1'1S07380-1
9 BOLT M5X12 | AZ | 10
DIN/ 1'1S07380-2
10 NUT M5 | A2 | 10
DIN69Z3 | 1S04161




Remove the back seat. Next remove the 2 bolts holding the driver seat and put
' EP it to the side, then continue to remove the 10 bolts as shown in the picture.




Remove 5 push pins which release the decorative wing. Next pull the side
' E P ~ 1 piece in the direction as shown. Repeat for the other side.




STEQ Unplug the turn signals, then remove the 4 bolts holding the original tail tidy.




Install the license plate light. Insert 2 small screws provided in the kit. Next push
the plastic adapter for the right turn signal through, then push in the turn signal.
Repeat on the other side.




Install the tail tidy mount and align it with the brake light notch and the
5 ' E original holes.




5T54 1 Plug in the adapter provided in the kit and feed the cables through the hole.




Align the botton plastic cover and put back both plastic side covers.
Put back the tail tidy with the 4 provided screws and tighten them down.




You are almost there. Insert the 2 clips provided in the kit and place the
in the marked location. Use the original push pins on the 3 remaining

holes. The original pins have a gap so that’s why you use our 2 pins (last
picture).




Plug in the turn signals (use the provided adapter) and the license plate
light.




Reinstall 8 screws to secure the fairings. Next put back the driver seat and
install the 2 remaining screws.




Mount the reflector to the Tail tidy with original bolts and caps
from reflectors and washer and you’re done!
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IMPORTANT

It is recommended that periodic inspections are made to

ensure that all bolts are tightend to the specified torque settings.
Should the bike be involved in an accident a thorough inspection
should be made and any components that have taken an impact,
no matter how small, be replaced.

The manufacturer or supplier cannot be held responsible for
poducts that are incorrectly mounted or inappropriately used.

It is recommended to chech all connections regularly for tightness of fit.

https://bagorosperformance.com/product/tail-tidy-for-yamaha/
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